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step. The final water consumption value
shall be rounded to one decimal place.

b. The test apparatus and instructions for
testing urinals shall conform to the require-
ments specified in section 8.2, Test Appa-
ratus and General Requirements, subsections
8.2.1, 8.2.2, and 8.2.3 of the ASME/ANSI
Standard A112.19.6-1995 (see §430.22). Meas-
urements shall be recorded at the resolution
of the test instrumentation. Calculations
shall be rounded off to the same number of
significant digits as the previous step. The
final water consumption value shall be
rounded to one decimal place.

3. Test Measurement:

a. Water closets—The measurement of the
water flush volume for water closets, ex-
pressed in gallons per flush (gpf) and liters
per flush (Lpf), shall be conducted in accord-
ance with the test requirements specified in
section 7.1.6, Water Consumption and Hy-
draulic Characteristics, of the ASME/ANSI
Standard A112.19.6-1995 (see §430.22).

b. Urinals—The measurement of water
flush volume for urinals, expressed in gallons
per flush (gpf) and liters per flush (Lpf), shall
be conducted in accordance with the test re-
quirements specified in section 8.5, Water
Consumption, of the ASME/ANSI Standard
A112.19.6-1995 (see §430.22).

[63 FR 13317, Mar. 18, 1998]

Subpart C—Energy and Water
Conservation Standards

§430.31 Purpose and scope.

This subpart contains energy con-
servation standards and water con-
servation standards (in the case of fau-
cets, showerheads, water closets, and
urinals) for classes of covered products
that are required to be administered by
the Department of Energy pursuant to
the Energy Conservation Program for
Consumer Products Other Than Auto-

10 CFR Ch. Il (1-1-03 Edition)

mobiles under the Energy Policy and
Conservation Act, as amended (42
U.S.C. 6291 et seq.). Basic models of cov-
ered products manufactured before the
date on which an amended energy con-
servation standard or water conserva-
tion standard (in the case of faucets,
showerheads, water closets, and uri-
nals) becomes effective (or revisions of
such models that are manufactured
after such date and have the same en-
ergy efficiency, energy use characteris-
tics, or water use characteristics (in
the case of faucets, showerheads, water
closets, and urinals), that comply with
the energy conservation standard or
water conservation standard (in the
case of faucets, showerheads, water
closets, and urinals) applicable to such
covered products on the day before
such date shall be deemed to comply
with the amended energy conservation
standard or water conservation stand-
ard (in the case of faucets,
showerheads, water closets, and uri-
nals).

[63 FR 13317, Mar. 18, 1998]

§430.32 Energy and water conserva-
tion standards and effective dates.

The energy and water (in the case of
faucets, showerheads, water -closets,
and urinals) conservation standards for
the covered product classes are:

(a) Refrigerators/refrigerator-freezers/
freezers. These standards do not apply
to refrigerators and refrigerator-freez-
ers with total refrigerated volume ex-
ceeding 39 cubic feet (1104 liters) or
freezers with total refrigerated volume
exceeding 30 cubic feet (850 liters).

Product class

1. Refrigerators and Refrigerator-freezers with manual defrost

2. Refrigerator-Freezer—partial automatic defrost .......................

3. Refrigerator-Freezers—automatic defrost with top-mounted freezer without through-

the-door ice service and all-refrigerators—automatic defrost

4. Refrigerator-Freezers—automatic defrost with side-mounted freezer without through-

the-door iCe ServiCe ........ccoviviiiiiiiiiiice e

5. Refrigerator-Freezers—automatic defrost with bottom-mounted freezer without

through-the-door iCe SerViCe ..........cccvirveiiiiiieieieceeees

Energy standards equations for max-
imum energy use
(KWhiyr)
Effective Effective
January 1, 1993 July 1, 2001

.................................... 13.5AV+299 8.82AV+248.4
0.48av+299 0.3lav+248.4
.................................... 10.4AV+398 8.82AV+248.4
0.37av+398 0.3lav+248.4
.................................... 16.0AV+355 9.80AV+276.0
0.57av+355 0.35av+276.0
................ 11.8AV+501 4.91AV+507.5
0.42AV+501 0.17av+507.5
................ 16.5AV+367 4.60AV+459.0
0.58av+367 0.16av+459.0
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